


Operation 


Number of cylinders 


Total eff. piston displacement 
cm? (cu inches) 


Lubrication 


it filter 


123.190 
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Dimensions 


Length overall 


Track l 


mm lings 
mm (ins.) 


mm (ins.) 


mm (ins.) 


front mm (ins.) 


43 
33 
11.29 (37.0) 
1715 (3780) 


Bosch 


Technical Data 





Filling Capacities 


Fuel tank/reserve fuel 


Initial Engine 

filling oil 

Oil and Engine 

filter change oil 

Oil pan up Engine 

to markings oil 

on dipstick 

Oil filter Engine 
oll 


Cooling system 


with heater 


Water pump 


Brake system 


Automatic 
transmission 
initial filling 


fluid change 


Rear axle 


Power 


Level 
Control 
Svstem 


SAE 90 


Automatic 
transmission 
fluid 

(ATF) 


Hypoid oil 


Automatic 
transmission 


Hydraulic 
Fluid 


approx. 


D) 


approx. Itr. 7.5 
approx. US ats 8 
approx. Itr. 6.5 
approx. US ats 6.9 
approx. ltr. 5.0/3.5 
approx. US qts 5.3/3.7 
approx. Itr. 1.5 
approx. US qts 1.6 
approx. Itr. 11 
approx. US qts 11.6 
maintenance free 
approx. itr. 0.5 
approx. US pts 1.1 
approx. Itr. 6.1/4.8 
approx. US qts 7.0/5.0 
approx. Itr. 1 
approx. US pts 2.1 
approx. Itr. 1.4 
approx. US pts 3.0 
ltr. 3.5 
US ats. 3.7 
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Chassis type 
Engine type 


Performance Data with Automatic Transmission 


Rear axle ratio 
km/h (mph) 

2nd gear km/h (mph) 
3rd gear km/h (mph) 
4th gear approx. km/h (mph) 


Maximum speed Ist gear 


in individual gears 


1st gear slip limit % (1 in) 
2nd gear % (1 in) 
3rd gear % (1 in) 
4th gear 


Gradability 


Acceleration through gears 
0 to 100 km/h (0 to 62 mph) 
Load: 2 persons 


sect7%! 


Engine rpm at 100 km/h (62 mph) in high gear 


Fuel/Oil Consumption and Operating Condition 

Fuel consumption during itr./100 km 

average cross-country mpg 

driving 
Fuel consumption at Itr./100 km 

107 km/h (66 mph) mpg 

Engine oil consumption Itr./100 km 

(max.) 


approx. o 
Coolant 
temperature 


. Š o 
in working range aN C 
of thermostat l 


36 (22) 


6.5 (11.76) 


TIT TP TECTED 


3.46 


64 (40) 
104 (65) 
143 (89) 


29 (2.30) 
16 (6.25) 


126 (259) 


80—95 


? The + 7% factor includes possible deviations from permissible engine performance and tire tolerance limits. 
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